
High Strength Polyester Uniaxial Geogrid

High Strength Polyester Biaxial Geogrid

PROPERTIES Test Method Units BG30 BG50 BG100 BG200 BG400 BG600 BG800 BG1000 BG1200

Tensile Strength (MD) ASTM D6637 kN/m 30 50 100 200 400 600 800 1000 1200

Tensile Strength (CD) ASTM D6637 kN/m 30 50 100 200 400 600 800 1000 1200

Elongation ASTM D6637 % 10,11,12,13,15,10±2

Aperture Size mm 17*17 25*25 30*30 40*40 or 50*50

Roll size -Width x Length m*m 5.2x100 or 5.2*200

PROPERTIES Test Method Units UG30 UG60 UG100 UG200 UG400 UG600 UG800 UG1000 UG1200

Tensile Strength (MD) ASTM D6637 kN/m 30 60 100 200 400 600 800 1000 1200

Tensile Strength (CD) ASTM D6637 kN/m 20 30 30 30 50 50 50 100 100

Elongation ASTM D6637 % 10,11,12,13,15,10±2

Aperture Size mm 17*17 25*25 30*30 40*40 or 50*50

Roll size -Width x Length m*m 5.2x100 or 5.2*200

PET Geogrid
PET Geogrid is manufactured from high tenacity polyester (PET) yarns, knitted to form a structured grid, with polymeric coating protection. This
Geogrid is designed for technical applications such as reinforcement of granular soils, embankment of breakwater, retaining wall, slope, base
reinforcement, piling work, subgrade improvement.


