
Note:

1.MD: Machine direction, CD: Cross- Machine direction.
2. The table width is max width, We can according customer’s requests and capacity load may be change.
3. The technical data are according to our laboratories and testing institution.

PET Woven Geotextiles

PROPERTIES Test Method Units 100/50 150/50 200/50 300/50 400/50 500/50 600/50 800/50 1000/50 1200/50 1600/50

Strength@
Ultimate(MD)

ASTM D4595/
ISO 10319 kN/m 100 150 200 300 400 500 600 800 1000 1200 1600

Strength@
Ultimate(CD)

ASTM D4595/
ISO 10319 kN/m 50 50 50 50 50 50 50 50 50 50 50

Elongation
ASTM D4595/

ISO 10319 % 9±2 9±2 10±2 10±2 10±2 10±2 10±2 10±2 10±2 10±2 10±2

Strength@5%
Strain(MD)

ASTM D4595/
ISO 10319 kN/m 50 64 80 110 188 235 282 376 470 564 752

Apparent Pore
Open Size

ASTM D4751/
ISO 12956 mm 0.05-0.5

Water Flow Rate
ASTM D4491/

ISO 11058 l/m2/s 1-15

Roll size -
Width x Length - m 5.2x100

PET Woven Geotextiles is manufactured from high tenacity polyester (PET) yarns and designed for landfill liner
reinforcement, embankment over soft soil, reinforced soil slope.


